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Smartphones and Programmable Shunts: Are These Indispensable Phones
Safe and Smart?
Sait Ozturk1, Hakan Cakin2, Huseyin Kurtuldu3, Onur Kocak3, Fatih S. Erol1, Metin Kaplan1
-OBJECTIVE: This study aimed to determine whether
smartphones affect programmable shunts.

-METHODS: iPhone 5S (Apple Inc., Cupertino, CA, USA)
and Samsung Galaxy S5 (Samsung Electronics, Gumi, South
Korea) smartphones were chosen for this study. For both
phones, magnetic field mapping was performed with
3-dimensional magnetic scanning systems constructed
with high-precision motorized stages, and a Hall effect
sensor was used to measure the flux density on the
smartphone surface. The distance (h) between the distal
outlet of the reservoir and the rugby ball of the Strata valve
(Medtronic Inc., Minneapolis, MN, USA) was measured
using highly sensitive microanalysis optical method.
During optical microanalysis, while keeping a 3-cm dis-
tance between the valve and the magnetic generator, the h
value (mm) was recorded for different magnetic flux den-
sities (MFDs). Then, direct x-ray radiography was per-
formed for radiologic assessment after each process under
different magnetic fields. For analysis of the Codman Certas
valve (Codman Neuro, Raynham, MA, USA), the magnet
orientation and the angle between the magnet with the
tantalum ball were measured with the same optical
analysis.

-RESULTS: Maximum MFDs found 62 G for iPhone 5S and
61 G for Samsung Galaxy S5. When the magnetic generator
formed a current at 0, 30, 60, and 90 G, the h values of the
Strata valve adjusted to 100 mm H2O opening pressure
were 320, 280, 190, and 175 mm, respectively. When the
magnetic generator was removed from the environment, the
h value returned to 320 mm. In direct graphs taken after
each optical analysis at different Gauss values,
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substitution was not observed at the indicator. The angle in
the Codman Certas valve was 123.9�, 112.5�, and 103.6� at
the magnetic flux densities of 0, 60, and 90 G, respectively.
When the magnetic field was removed (0 G), the angle was
still 103.6�, suggesting an irreversible effect in the shunt
construct.

-CONCLUSIONS: Smartphones exert reversible effects on
Strata programmable valves without producing remarkable
radiologic findings and irreversible effects on Codman
Certas valves.
INTRODUCTION
n parallel with technology’s development, especially in the
last 15 years, communication technologies have accelerated
Iworldwide. The first smartphone was released into the market

in 1994,1 and the smartphone market has gained serious
momentum in subsequent years. According to 2012 data, more
than 1 billion smartphones are used worldwide.2 Smartphones
constitute 65% of mobile phones used in the whole market.3

Apart from the life-facilitating features of these devices that are
accepted as an inseparable part of our daily lives, the first results
of their psychologic and organic side effects on our health have
been published recently.4,5

One of the most frequently encountered diseases in neurosur-
gery practice is hydrocephalus, and its treatment is mostly surgi-
cal. The primary aim in hydrocephalus surgery is to reduce
intracranial pressure, and ventricular shunt systems are used for
this purpose. Although hundreds of different shunt types are
available, the primarily preferred shunts are conventional constant
pressure shunts and programmable shunts. Pressure adjustments
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Figure 1. Magnetic flux measurement of (A) iPhone 5S and (B) Galaxy S5, and (C) mean magnetic flux density of both smartphones at different distances.
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in programmable shunt valves may be made by evaluating a
patient’s clinical and radiologic findings without the need of any
surgical or interventional processes. There may be changes,
mostly involuntary, in pressure adjustments of valves in
Figure 2. Illustration shows the 3-cm distance (the distance between
points A and B) between the programmable valve and maximum magnetic
flux density of the smartphone.
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environments with very high magnetic fields.6-10 In such in-
stances, patients develop increased intracranial pressure or shunt
overdrainage.7

In this study, we used highly sensitive methods in a laboratory
environment to assess whether smartphones have an effect on
programmable shunts and whether they are associated with
temporary or permanent pressure changes in programmable
valves.
MATERIALS AND METHODS

The iPhone 5S (Apple Inc., Cupertino, CA, USA) and Samsung
Galaxy S5 (Samsung Electronics, Gumi, South Korea) smartphone
models, which dominate approximately 40% of the smartphone
market, were chosen for this study.11 For both phones, a magnetic
field mapping technique was applied to measure the magnetic flux
density at different axial and lateral distances during 3 different
usage periods (standby, talking, and talking during charging)
(Figures 1A and B). The 3-dimensional (3D) magnetic scanning
system constructed with high-precision motorized stages
(PSARON, Ankara, Turkey) and a Hall effect sensor (Honeywell,
Morris Plains, New Jersey, USA) was used to measure the flux
density on the smartphone surface with axial and lateral resolution
of 5 and 1 mm, respectively. Each smartphone was tested 3 times.
The density values measured at 4 different axial distances are
delineated in Figure 1C. Afterward, magnetic generators that
exactly imitate the magnetic effect of smartphones were used in
the experiments using a Strata II programmable valve
www.WORLDNEUROSURGERY.org 519
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Figure 3. Three-dimensional surface-depth profiles of the rugby ball of the Strata valve.
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(Medtronic Inc., Minneapolis, MN, USA), Codman-Hakim and
Codman Certas programmable valves (Codman Neuro, Raynham,
MA, USA), and Aesculap Progav programmable valve (Aesculap
Inc., Center Valley, PA, USA) devices, currently dominating the
programmable shunt market. Furthermore, in the magnetic
Figure 4. (A) View of the 3-dimensional optical screening syste
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scanning system, the magnetic field produced by these generators
was precisely characterized as a function of distance from the
shunt surface.
Because the Codman-Hakim programmable valve and Aesculap

Progav programmable valve systems are opaque to visible light,
m with (B) valve (arrow) and magnetic generator (star).

ROSURGERY, http://dx.doi.org/10.1016/j.wneu.2017.03.054

www.sciencedirect.com/science/journal/18788750
http://dx.doi.org/10.1016/j.wneu.2017.03.054


Figure 5. Magnet orientation of the Codman Certas valve at different opening pressures.
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they were excluded from the study, and the optical measurements
were made for the transparent Strata II and Codman Certas
programmable valves.
For the Strata valve, the distance (h) between the reservoir outlet

and the rugby ball of the shunt valves was measured using a highly
sensitive microanalysis optical method. Before exposing the shunt
Figure 6. Angles measured between the magnet with tantalum ball and a
fixed reference point for 7 different pressure settings of the Codman
Certas valve.
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to the magnetic field, h values were obtained for different pressure
adjustments of the Strata valve. Then, the Strata II programmable
valve was set to 100 mm H2O constant pressure, and the magnetic
generator was immobilized to a distance of 3 cm from the valve for
the tests. During a phone call, the distance between a smartphone
and a programmable valve implanted subcutaneously in the ret-
roauricular area was estimated to be 3 cm on average (Figure 2).
The 3D surface of a Strata valve was measured under an optical
confocal microscope (PSARON HTI 1000 [PSARON]) operating
in reflection mode. The 3D surface profiles, extracted from the
stack of images captured at every 2 mm (1 mm ¼ 1000 m) depth,
were used to determine the distance h (Figure 3). During optical
imaging (Figure 4), while keeping the 3-cm distance between
the Strata valve and magnetic generator, the distance h (mm) be-
tween the rugby ball and reservoir outlet was recorded for different
magnetic flux densities (0, 30, 60, and 90 G and again 0 G)
(1 T ¼ 10,000 G or 104 G). In addition, the 2-dimensional and 3D
movements of the rugby ball during this procedure were recorded.
Furthermore, the direct x-ray radiography of the Strata valve was
performed for radiologic assessment after each process under
different magnetic fields.
Both rotating construct and magnets in the Codman Certas

valves are transparent, thereby enabling the measurement of the
pressure-flow performance characteristics of the valve optically
without any need for radiologic assessment. Figure 5 delineates
the magnet orientation, and Figure 6 shows the angle measured
between the magnet with the tantalum ball and a fixed
www.WORLDNEUROSURGERY.org 521
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Figure 7. (A) Illustration of the distance between the distal outlet of the
reservoir and the rugby ball at different magnetic densities. h, height.
(B) Values of h at different magnetic densities. (C) Two-dimensional and

(D) 3-dimensional images of the rugby ball movement in the superior
direction at different magnetic densities.
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reference point for 7 different pressure settings of the valve. The
Codman Certas programmable valve was set to the 110 mm H2O
opening pressure setting before exposing it to the magnetic
field. At different magnetic flux densities (0, 30, and 90 G, and
again 0 G), the magnet angle relative to the fixed point was
obtained.
RESULTS

In these 2 smartphones, which operate according to the non-
ionized magnetic field principle, the same magnetic field occurred
during different usage types, such as standby, active talking, or
talking during charging. Therefore, the test was performed only
during standby. We found that the maximum magnetic flux
density was 62 � 4 G for iPhone 5S and 61 � 3 G for Galaxy S5. In
both smartphones, the strongest magnetic fields were determined
in the headset, camera, and antenna.
522 www.SCIENCEDIRECT.com WORLD NEU
When the magnetic generator formed a current at 0, 30, 60,
and 90 G values, the h heights of the Strata valve adjusted to 100
mm H2O opening pressure were 320, 280, 190, and 175 mm,
respectively. When the magnetic generator was removed from
the environment (0 G), h height returned to 320 mm
(Figures 7BeD). In direct graphs taken after each optical analysis
at different Gauss values, substitution was not observed at the
valve indicator (Figure 8). Based on this information, we
observed that 60 G magnetic flux density when talking on a
mobile phone downgraded h from 320 to 190 mm, at 200 mm
H2O opening pressure.
The angle in the Codman Certas valve was 123.9�, 112.5�, and

103.6� at the magnetic flux densities of 0, 60, and 90 G, respec-
tively (Figure 9A). When the magnetic field was removed (0 G), the
angle was still 103.6�, suggesting an irreversible effect in the shunt
construct. This was also confirmed visually by reading the
performance setting on the valve’s indicator tool (Figure 9B).
ROSURGERY, http://dx.doi.org/10.1016/j.wneu.2017.03.054
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Figure 8. Direct roentgenograms of the Strata valve after exposure to
different magnetic fields (A: 0 Gauss, B: 30 Gauss, C: 60 Gauss, D: 90

Gauss, E: 0 Gauss) showed no change in the indicator.
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DISCUSSION

Programmable shunts have come to the forefront of technology
with the ability to adjust opening pressures without the need of
any additional surgical procedures. Furthermore, they are more
advantageous compared with conventional shunts with respect to
excess or deficient cerebrospinal fluid drainage. Their most sig-
nificant disadvantage is that unwanted changes occur in the
shunt’s opening pressure when exposed to magnetic fields.
Many studies have demonstrated that unwanted opening pres-

sure changes in programmable valves occur most frequently dur-
ing magnetic resonance imaging.12,13 However, in parallel with the
increased variety of devices used in our daily lives, especially
during the last few years, other devices unrelated to magnetic
resonance imaging have also been reported to have this effect.
Gegg et al.14 have identified a programmable shunt dysfunction
dependent on a roller coaster device working with magnetic
technology. Zuzak et al.10 have demonstrated that toys have a
magnetic effect on programmable shunts and are able to make
changes in opening pressures after close contact with the valve.
Furthermore, opening pressure can change depending on a
vagal nerve stimulator and transcranial magnetic stimulation,
which have been used at dramatically increasing rates in the last
several years.15

When we scanned the literature pertaining to mobile phone
technology and pressure change in programmable valves (i.e., the
main subject of this study), we did not find any studies that
involved smartphones. There are only 2 studies in the literature
that examined the effect of the magnetic field formed by tablet
WORLD NEUROSURGERY 102: 518-525, JUNE 2017
computers (i.e., the second most frequently used mobile tech-
nology devices after smartphones) on programmable valves, and
in both studies tablet computers were reported to cause changes
in opening valve pressures.16,17 In addition, Spader et al.18 recently
concluded they found no evidence that headphones are capable of
changing a programmable valve under standard use conditions.
In a study by Nomura et al.19 in 2005, magnetic fields formed by

mobile phones (nonsmartphones) were reported to affect
programmable valves. However, there are many limitations to this
study. The most critical limitation is its theoretical nature; it did
not objectively reveal position changes of arc and/or sphere within
the valve. In addition, the mobile phones tested in the study were
phones that had a very low market share worldwide. Another, and
the most problematic, limitation in the study is that it reported
speculative results. The study reported values associated with a
change in opening pressures, only by providing simple magnetic
flux measurements, and without using highly sensitive
microanalysis optical imaging methods. On the other hand, our
study demonstrated the direction and how much the average
magnetic flux spread by the smartphone to the environment and
changed the sensitive structures adjusting the pressure within a
programmable valve, with figures in microns.
Medtronic (the producer of the Strata programmable valve)

suggests that patients with Strata valves may undergo magnetic
resonance imaging using a static field of 3 T or less, but that
inadvertent changes of the setting are possible.20 Medtronic advises
that the setting be checked after magnetic resonance imaging. This
recommendation of the company partially supports the results of
www.WORLDNEUROSURGERY.org 523
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Figure 9. (A) Measured angles of the Codman Certas
valve at different magnetic flux densities. (B) Images of

the Codman Certas valve show angle changes after
different magnetic flux densities.
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our study. Only 0.006-T (60-G) magnetic fields influence shunt
valves temporarily without radiologic changes.
There are only 2 limitations to our report. First, the number of

valves tested was limited and is not representative. Second, our
magnetic exposure tests were conducted in different conditions than
could be expected clinically. No attempt was made to separate the
smartphones and shunt valve with a tissue layer. Theoretically, this
could have had protective effects against changes in valve settings.
Nonetheless, magnetic fields freely penetrate soft tissues such as
skin. This is thefirst report to describe alterations inpressure settings
of programmable valves caused by best-selling smartphones, using a
highly sensitive microanalysis optical method.
524 www.SCIENCEDIRECT.com WORLD NEU
In conclusion, smartphones, which have become an indis-
pensable part of our lives, exert reversible effects on Strata
programmable valves without producing remarkable radiologic
findings and irreversible effects on Codman Certas valves. End
users should be made aware of this finding.
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